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QEIVILE ROBOTICS collaborates with Dunkermotoren in the development of fully integrated fraction systems for AGVs and AMRs.
QEIVILE MW TITAN HUB PLANETARY QEIVILE MW TITAN OFFSET
QEMLE ROBOTICS FEATURES MW TITAN 160 HP 100 MW TITAN 240 HP 100 MW TITAN 300 HP 330 | MW TITAN 500 HP 330 | MW TITAN 880 HP 450 QEMLE ROBOTICS FEATURES QEMLE MW TITAN 300 OS 300 | QEMLE MW TITAN 500 OS 400 | QEMLE MW TITAN 500 OS 600
Dunkermotoren motor BG66x25 BG66x50 BG75x25 BG75x50 BG95x40 Dunkermotoren Motor BG75x25 BG75x50 BG75x50
Nominal power [W] 159 238 304 497 876 Nominal power [W] 304 497 497
Maximum power [W] 277 485 528 1026 1317 Maximum power [W] 528 1026 1026
Power voltage range [V] 3..58 5..66 Power voltage range 3..58 ‘
Integrated servo drive dPro Infegrated servo drive dPro .
Communication protocols CANopen | EtherCAT | PROFINET | EtherNet/IP Communication protocols CANopen | EtherCAT | PROFINET | EtherNef/IP N
Brake Power off Brake Power off g - -
CPR main encoder 4096 CPR main encoder 4096 Zr ) N
Additional safety encoder protocol TTL Incremental | ProfiSafe | FSoE | CANopen Safety Additional doble encoder protocol Incremental | ProfiSafe | FSoE | CANopen Safety \ )
Load capacity [Kg] 100 330 450 Load capacity [Kg] 300 400 600 /
Wheel diameter [mm] 160 180 200 Wheel diameter [mm] 125 160 150 .
Nominal torque [Nm] 6 10 14 22 49 Nominal forque [Nm] 16 20 25 SpeCIOl CU_STom
Emergency torque [Nm] 16 31 56 97 184 Emergency forque [Nm] 65 88 110 connectors mounting plates
Nominal Force [N] 80 125 153 244 485 Nominal Force [N] 256 250 332
Emergency Force [N] 197 393 623 1078 1844 Emergency Force [N] 1040 1096 1467
Nominal speed [m/s] 1.62 1.55 1.62 1.64 1.47 Nominal speed [m/s] 1.08 1.82 1.31
Maximum speed [m/s] 1.94 1.68 1.98 18 1.48 Maximum speed [m/s] 1.32 1.97 1.44
The GQEMLE MW TITAN ond QEVILE MW MOTION product families include 21 configurable gear motor wheels,
designed for mobile robotics and industrial automation. Accelerate your AGYV and AMR development with our customizable solutions.
specific wheel script
materials programming
Efficiency Safety LOGISTIC & INDUSTRY 4.0 LOGISTIC & INDUSTRY 4.0 OUTDOOR SYSTEMS HEAVY LOADS
48V DC Brushless Motors Dual encoder according .
IES for battery power fo standard 3691-4 /I’
Braking circuit management Power Off Brake ‘
STO - SIL2 certified ‘ —
Nelcleile]
brakes encoders
Communications Plug & Play
EtherCAT Motor
CANopen Gearbox
Profinet Encoders

AMR TRYCICLE BIDIRECTONAL AMR DIFFERENTIAL AMR DIFFERENTIAL AMR OMNI DIRECTIONAL
Ethernet/IP Connectors...
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